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. PROJECT X
PEDESTAL SYSTEM
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High performance

Easy to install

Each pedestal supports over 1500 Ibs
Progressive height increment

1% - 5% slope correction

Locking rings ensure rigid assembly
Resistant to water, mold and thermal cycling

Easily removed and reused

BALANCED SUPPORT




High-performance adjustable pedestals engineered for
residential patios, rooftops, balconies, and walkways.
With a loading capacity of over 1,500 Ibs, they

P ROJ E C T X P E D E S TA LS provide a stable, durable, and long-lasting

foundation for outdoor porcelain pavers.

PR TE R RN

SLOPE CORRECTION

Un-even or sloped surfaces can be compensated

with the use of slope correcting base.

ADD-ON SLOPE

HEAVY COMMERCIAL HEIGHT INCREMENT
CORRECTOR

LOAD CAPACITY




PROJECT X PEDESTAL
MODULAR COMPONENTS

ADJUSTMENT KEY

Allows you to do micro-adjustments of
the level without having to remove the
file from the pedestal.

TAB

the head can be fitted with spacer
EXT E N S | O N PA D tabs for use with file or a jgisf crgQIe

that holds wooden or aluminum joists
45mm extension pad, can be easily
installed on head of the pedestal and
are stackable to reach maximum
228mm height.

HEAD

150mm diameter with soft rubber pad.

CONNECTOR

Adds height and connects components.

CONNECTOR
+FIX COLLAR
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Adds height plus connects
and locks components.

BASE

fixed to any substrate.

RUBBER BASE

Provides a rigid lock for components. :
+ SLOPE CORRECTOR

Compensate slope from 0-5%

Assembled on bottom of pedestals.

Adds traction and noise reduction.

Adjustment Key

Tile Spacer Tab

Base Slope Corrector

The base can be simply positioned or

220mm Extender 45mm Extender Pad

Aluminum Joist Tab for Wood Clip Spacer Tab

Project X Pedestal

Rubber Base Big Fix Colar

135mm - 340mm

46mm - 138mm

25mm - 46mm

HEAVY COMMERCIAL LOAD CAPACITY

HEIGHT RANGE



® PROJECT X PEDESTAL

PARTS LIST

HEIGHT RANGE
PRODUCT CODE
mm/inches

29-49mm
RS  (1.141.93)

49-138mm

EN=X-2 (1.93"-5.43")

EN-X-3 135-340mm
(5.31"-13.39")

45MM
EXTENDER 45mm
PAD

Adjustment
Key

PICTURE

==
E
i
-
|

TECHNICAL INFO =

PEDESTAL WEIGHT CAPACITY

PART PART PICTURE PACKAGE
3mm*
spacer tab . 30 pcs/ctn
X1-base ‘ 30 pcs/cin
3mm*
spacer tab . 30 pcs/ctn
X2-base ‘ 30 pcs/cin
3mm*
spacer tab . 30 pcs/ctn
X3-base t 30 pcs/ctn
Extender Pad 48 pc/ctn
Adjustment Key 1 pc/ctn

*spacer tabs: additional available sizes by special order (8-10 weeks) / 2mm/4mm/5mm

SYSTEM PEDESTAL LOAD CAPACITY
EN-X-1 1850 lbs
PROJECT X EN-X-2 1880 Ibs
EN-X-3 2100 lbs
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